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Note : For pharma or food application the pails should be washed before use. The customer has to check the integrity of the packaging, handling-
unit aspect and pail deformation due to transport; these risks should be taken into account by the customer in his risks assessment.  

 

PACKAGING DESCRIPTION – RANGE ORIGINAL  

Commercial reference ROPAC® MP 22 LH 

Shape Conical 

External diameter at top 317 mm 

Height incl. lid 390 mm 

Closing system Press-on lid 

Handling Plastic handle 

Raw material HDPE  

Stackability 250 kg – 24 h at 23°C 

Option Standard or metallic flex-spout 

 

PAIL CARACTERISTICS – REFERENCE 7522006 

Volume brim full 25 l (6.6 US gallons) 

Volume under lid 22,50 l (5.99 US gallons) 

Weight  934 g (handle +27 g) 

External diameter at bottom 273,5 mm 

Decoration type --- 

Decoration area --- 

Standard palletisation (800x1200 NIMP15) 120 pails  (8 piles of 15 pails) 

Height of pallet 1.68 m 

 

LID CARACTERISTICS – REFERENCE 7542031 

Weight  230 g (gasket + 17 g) 

External diameter 317 mm 

Standard palletisation (800x1200 NIMP15) 480 lids (8 piles of 60 lids) 

Height of pallet 1.67 m 
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